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Checklist quality assurance act 
for InSuFloor flat roof insulation

Project:

Installation: 

Date:

Pre-construction  
Are there any specific aspects in the construction plan that could affect the insulation or insulation value?

	 Yes:	��� Record them, including how they are addressed, and discuss this with the responsible project 
		  team member and the quality assurer; add to the project file.

	 No:	 No action required..

Has a fixing calculation or recommendation been prepared for the insulation and roofing?

	 Yes:	 Discuss this with the responsible project team member and add it to the project file.

	 No:	 Coordinate with the quality assurance officer. Prepare the recommendation and add it to the project file. 

Has an Rc calculation been made? 
* An Rc calculator is available on our website. (www.insus.nl/en/). .  

	 Yes:	 Add to the project file.

	 No:	� Take action: prepare an Rc-value calculation in accordance with NTA 8800:2023 and add it to the project file

Has a building physics calculation been carried out?

	 Yes:	 Add to the project file.

	 No:	�� Take action: coordinate with the client, prepare a calculation if necessary, and add it to the project file.

Advice: Take sufficient overview photos of the installed InSuRoof
 panels and indicate their position in the building.
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Is the insulation principle ensured (continuous vapor barrier and insulation)? 

	 Yes:	 Discuss this with the responsible project team member, add details and drawings to the project file.

	 No:	� Take action: prepare details when these are missing, check for accuracy, discuss with the responsible project 	
team member, and add to the project file.

For load-bearing support, when the insulation panels are not fully supported, is the thickness [d] of the insulation 
at least one-third of the unsupported span? 

	 Yes:	� Add to the project file..

	 No:	� Take action: coordinate with the client, adjust the insulation thickness or the dimensions of the supporting 
structure, and add this to the project file.

	 Not applicable:   The insulation panels are fully supported. 

Are there any project-specific risks?

	 Yes:	� Discuss them with the execution team and the client, identify the risks, ensure proper execution, 
		  take photos or other forms of evidence, and add to the project file.

	 No:	 No action required.

Delivery and storage
Upon delivery of the InSuRoof panels, has a check been carried out on the correct product, damage, 
and non-conformity, and have the correct documents been received (delivery note, installation 
instructions, etc.)?
* If necessary, new and correct material must be supplied.

	 Yes:	������� Take photos of the documents and materials, and add them to the project file.

	 No:	�� Take action: contact the supplier for the correct documents and/or products. Record 
		  agreements and measures in the project file.

Are the InSuRoof panels protected against weather influences and stored flat and off the ground? 

	 Yes:	 Take photos of the documents and materials, and add them to the project file.

	 No:	 T��ake action: store products according to the installation instructions, add photos to the project file. 
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Application
Has the execution been checked against the Professional Guideline for Sealed Roofing Systems?

	 Yes:	 Add the evidence list to the project file.

	 No:	 Take action: assess the execution against the professional guideline, train the execution team, record all 
		  agreements and measures in the project file, and add photos to the project file after the adjustments have 		
		  been made.

Is the substrate suitable for applying InSuFloor (clean, dry, level, and airtight, etc.)? 

	 Yes:	 Take photos of the substrate (details & overview photos) and add them to the project file. 

	 No:	� Take action: coordinate with the client. Record agreements and measures in the project file, 
		  and after adjustments add photos to the project file.

Is the maximum height difference between adjacent insulation panels no more than 3 mm?

	 Yes:	 Take photos of the substrate (detail and overview photos) and add them to the project file.

	 No:	� Take action: coordinate with the client. Record all agreements and measures in the project file, and add pho-
tos to the project file after the adjustments have been made.

When applying a bituminous vapour barrier layer, has it completely dried before starting further work?

	 Yes:	 Take photos of the substrate and add them to the project file.

	 No:	� Take action: postpone the work until the substrate is completely dry and coordinate with the client. 
		  Record all agreements and measures in the project file, and add photos to the project file after drying.

Have the fixings of the substructure been installed flush?

	 Yes:	 Take photos of the fixings and add them to the project file.

	 No:	� Take action: coordinate with the client. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

If detail drawings have been provided and reviewed, does the execution comply with them? 

	 Yes:	 Take photos of the executed details and add them to the project file. 

	 No:	� Take action: coordinate with the client. Record agreements and measures in the project file, 
		  and after adjustments add photos to the project file.
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Are upstands, roof penetrations, trimmers, and similar details installed and ready for the installation of the 
InSuRoof panels?

	 Yes:	���� Take photos of the executed details and add them to the project file.

	 No:	� Take action: coordinate with the client. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

Montage
Are the InSuRoof panels dry, and is moisture ingress during installation prevented?

	 Yes:	 Take photos and add them to the project file.

	 No:	� Take action: remove wet insulation, prevent moisture ingress, and train the execution team. Record all 
		  agreements and measures in the project file, and add photos to the project file after the adjustments have 		
		  been made.

Have the insulation panels been installed in accordance with the InSuRoof application guidelines?

	 Yes:	���� Take photos and add them to the project file.

	 No:	� Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

Are the panel joints staggered in a stretcher bond pattern?

	 Yes:	���� Take photos and add them to the project file.

	 No:	 Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

When applied to a profiled steel roof, are the continuous joints of the InSuRoof panels installed perpendicular to 
the direction of the corrugations?

	 Yes:	���� Take photos and add them to the project file.

	 No:	� Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

Are the InSuRoof panels properly connected at the wall base and made with insulation panels thicker than 300 
mm?

	 Yes:	���� Take photos and add them to the project file.

	 No:	� Take action: ensure proper connection at the wall base, remove insulation panels thinner than 300 mm and 
adjust so that panels thicker than 300 mm can be used, and train the execution team. Record all agreements 
and measures in the project file, and add photos to the project file after the adjustments have been made.
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Are all open joints and gaps (where a tight fit is not possible) sealed with permanently flexible PU foam? 

	 Yes:	���� Take photos and add them to the project file.

	 No:	� Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

.

Are there any building components that prevent the insulation from being fully installed, such as brackets or other 
structural elements?

	 Yes:	 Take action: coordinate with the client, implement measures, and record them in the project file. Add 
		  photos to the project file after the adjustments have been made.

	 No:	 No action required.

Is the second layer installed staggered in relation to the first layer (when using a double-layer system)?

	 Yes:	���� Take photos and add them to the project file.

	 No:	� Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.

Is the installed InSuRoof protected against weather conditions or sealed to be watertight during work 
interruptions or at the end of the day?  

	 Yes:	 Take photos of this protection/sealing and add them to the project file.

	 No:	� Take action: train the execution team. Record all agreements and measures in the project file, and add 
		  photos to the project file after the adjustments have been made.
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Fixing
For mechanical fixing, are the InSuRoof panels installed in accordance with the installation guidelines (stainless 
steel fasteners with a diameter of Ø 4.8 mm)?

Yes:     Take photos and add them to the project file.

No:   Take action: train the execution team. Record all agreements and measures in the project file, and add 
  photos to the project file after the adjustments have been made.

Are the InSuRoof panels properly connected at the wall base and made with insulation panels thicker than 
300 mm?

Yes:     Take photos and add them to the project file.

No: Onderneem actie, regel juiste drukverdeelplaten. Na aanpassingen foto’s toevoegen aan projectdossier.

Not applicable.
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T  085 – 064 58 65        
E  info@insus.nl

Roelofshoeveweg 28
6921 RG Duiven

Usage instructions 
are also available 
for this product.

Download it at www.insus.nl/en


