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Roelofshoeveweg 28
6921 RG Duiven

Version 03-2026 • Changes, typographical errors and printing mistakes excepted. This version replaces all previous editions.
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Technical data sheet

InSuRoof Alu

Technical data:
Thermal conductivity λD (EN 13165) 			   0,022 W/(m.K)
Compressive strength at 10% deformation (EN 826) 		 ≥ 150 kPa (1,5 kg/cm)
Dimensional stability (EN 1604, 48h, 70°C bij 90% RV)	 D(70,90) Class 3
Dimensional stability (EN 1604 48h, -20°C)			   D(-20,-) Class 1
Density (EN 1602)					     ± 32 kg/m3
Water vapour diffusion resistance factor of PIR foam (μ)	 50-100	
Reaction to fire (EN 13501-1) product			   E
Reaction to fire (EN 13501-1) end-use			   B-s1, d0 (steel deck)
Closed cell content (EN ISO 4590)				    ≥ 90%	
		

Certificates:
CE 	 PU - EN13165 - T2 DS(70,90)3 - DS(-20,-)1 - CS(10/Y)150
DoP	 No. 0630 – DoP – 2024/08/01	
EPBD	 InSuRoof Alu-0630	
BCRG	 20230138GK	
KOMO	 CTG-752/4
ISDE	 On request

Remarks:	
* Provided with rebated edges on all four sides (effective 1,185 × 585 mm)

Thickness 20 30 40 50 60 70 80 90 100 110 120 130 140 142 150* 160* 180*

Rd value 0,90 1,35 1,80 2,25 2,70 3,15 3,60 4,05 4,50 5,00 5,45 5,85 6,35 6,45 6,80 7,25 8,15

Thickness 20 30 40 50 60 70 80 90 100 110 120 130 140 142 150* 160* 180* 200*

Rd value 0,90 1,35 1,80 2,25 2,70 3,15 3,60 4,05 4,50 5,00 5,45 5,85 6,35 6,45 6,80 7,25 8,15 9,05

Product description:
Application    		 Insulation of flat and slightly pitched roofs
Insulation 		  Polyisocyanurate (PIR) with recycled content	
Facing	 		  Gas-tight aluminium multi-layer facing on both sides
Dimensions		  1,200 × 600 mm and 2,400 × 1,200 mm	
Edge finish		  Straight edges		

InSuRoof Alu 1.200 x 600mm

InSuRoof Alu XL 2.400 x 1.200mm


